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Designated building product: Class 1 

Declaration 

Gilt Edge Industries has provided this declaration to satisfy the provisions 
of Schedule 1(d) of the Building (Building Product Information 
Requirements) Regulations 2022. 

Product/system 

Name Giltgrip 60 

Line polyurethane pre-polymer based adhesive 

Identi ier GG60 

Description 

Giltgrip 60 is a polyurethane based general purpose adhesive ideal for 
bonding carpet gripper, woods, metal trims, metal nosing, aluminium and 
many other types of products where a quick bond is required to concrete, 
timber and most other common building substrates. 

Scope of use 

for bonding carpet gripper, woods, metal trims, metal nosing, aluminium & 
many other types of products where a quick bond is required to concrete, 
timber and most other common building substrates. 

Conditions of use 

All surfaces must be clean & sound, free of dust and any other 
contaminates that may affect bond. Apply thin bead of adhesive to one 
surface. Press the two surfaces to be bonded firmly together. Pressure may 
need to be applied to keep the two surfaces in contact while adhesive 
cures. Large extrusions should also be secured with appropriate fixing 
screws. Giltgrip 60 is a moisture cure system. Allow approx. One hour 
curing time. This process may be accelerated by spraying a light mist of 
water to one of the surfaces. Thick beads will take longer to cure and will 



have a weaker bond than a thinner bead. The thicker the bead of GG60 the 
more the product will tend to foam. 

Relevant building code clauses 

Contributions to compliance 

Building Regulations 1992 - Clause 2B-Durability GiltGrip 60, with only 
normal maintenance, will continue to satisfy the performance requirements 
of Building Regulations for 15 years. 

Supporting documentation 

The following additional documentation supports the above statements: 

GiltGrip 60 
Technical Data 
Sheet 

1-
2023 

https://giltedge.co.nz/download/tds-gg60-giltgrip-
60?wpdmdl=8583&refresh=6554002869b151700003880  

GiltGrip 60 
Safety Data 
Sheet 

1-
2023 

https://giltedge.co.nz/download/msds-gg60-giltgrip-
60?wpdmdl=8584&refresh=6554002885ed31700003880  

GiltGrip 60 VOC 
report 

1-
2023 

https://giltedge.co.nz/download/voc-gg60-giltgrip-
60?wpdmdl=8585&refresh=65540028a16521700003880  

For further information supporting Giltgrip 60 claims refer to our website. 

Contact details 

Manufacture location Overseas 

Legal and trading name of manufacturer Nexus Adhesives Pty Ltd 

Legal and trading name of importer Gilt Edge Industries 

Importer address for service 110 Antigua Street 
Addington, Christchurch 8240 

Importer website giltedge.co.nz/  

Importer NZBN 9429031908689 

Importer email help@giltedge.co.nz 

Importer phone number 0800445833 

Responsible person 



As the responsible person as set out in Regulation 3, I confirm that the 
information supplied in this declaration is based on information supplied to 
the company as well as the company's own processes and is therefore to 
the best of my knowledge, correct. 

I can also confirm that Giltgrip 60 is not subject to a warning on ban 
under s26 of the Building Act. 

Signed for and on behalf of Gilt Edge Industries: 

David Yang 

David Yang 
Chemist 
Nov, 2023 
Nexus Adhesives Pty Ltd                       
42 Healey Road, Dandenong South 3175, Victoria, Australia 
Tel  +61 3 9706 4022 
www.nexusadhesives.com.au 
 


