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PRODUCT DATA SHEET

31071 Aluminium Corner Trim 

31071 Aluminium Corner Trim is used to create a neat transition at the vertical corner 
junction when installing acoustic wall panels and coverings such as Composition 
acoustic wall fabric.

Product Attributes
31071 Aluminium Corner Trim anodised in Satin Silver suitable for interior �nishes. Gilt Edge 
Double Sided Scrim tape for easy installation. Suitable for wall panels and covering up to 13mm 
thickness.

Material: Aluminium      Colours: Satin Silver  Length: 2.44mtr

Speci�cation
Manufacturer: Gilt Edge Industries 110 Antigua Street, Addington Christchurch 8240 
P O Box 7515 Sydenham Phone: 0800 445 833 Fax: 0800 103 649 
Email: help@giltedge.co.nz

Reference Code:  31071  

Installation
It should be ensured that all surfaces to which the pro�le is to be �xed are sound, dry, �at and free 
from any contaminants. Wall surfaces should be free from any previous coverings, linings or 
adhesive residues used to �x them. Paint �lms and any mould must be removed and the a�ected 
surface treated correctly. 

Apply Gilt Edge Double Sided Scrim Tape to either the wall or the pro�le depending on the 
installer preference

Maintenance
A regular scheduled maintenance programme prevents build-up of dirt and grease, which will 
reduce properties of and detract from the overall appearance of the product. Brush down the 
pro�les using a soft bristled brush.

With clean warm water, apply a small amount of a soap-less detergent to a wet green scotch pad 
and gently clean the surface of the pro�le along it’s width with fresh, clean water and dry with a 
dry lint free cloth.
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